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All requirements for design, flexibility, compatibility and security of a 
modern cash cassette are fulfilled with our ANKER OmniOption Cash 
Cassette OCC. Benefit from a multifunctional cash cassette at your POS. 
It is made of a robust plastic housing and flexible inner partitioning. It can 
be used for all currencies and is also excellently suited to international use.

Controlled electronically directly by the cash system, the OCC can be  
flexibly adapted to your requirements and processes. Whether it is com-
pletely without a lock or fi tted with a quality lock – You have the choice. 
An optionally usable security key lock offers you additional security.

The cassette recently proved its unsurpassed quality once again, while 
achieving over 4.2 million openings without problems in a test conducted by 
an independent institute. 

Technical dataLimitless flexibility

ANKER OmniOption Cash cassette OCC

Rail-guided opening 
mechanism of the lid

Width 
460 mm

Height 
100 mm

Depth 
160 mm

Weight 
2,0 kg

Interface  
compatible with  
all systems

› Classic but flexible coin and note compartments

› Rail-guided opening mechanism for the lid

› Usable without a lock

› Base plate with cable protection

› Secure transport in a high-quality cash cassette
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Versions

Base plate

Cassette with removed coin and note  
compartments

Fitted cassette

Locked cassette

Flexibility inside 
The partition walls of the coin compartments are variably intermateable, 
suitable for any currency. An additional compartment allows you to store 
tall notes and important vouchers in it. The coin and note compartments 
are optionally installed on the right or left. This is more convenient for 
cashiers and particularly provides more protection from unauthorised 
access because the inner compartments can be positioned at large  
distance from the customer. 

Convenience for payment transactions 
The wide opening angle of the lid allows optimum access for the cashier. 
The OCC does not spring open unintentionally, is guided and mechanically 
accelerated and decelerated when opening. The result of this is longer 
durability, a stable opening angle and a constant opening speed. 

More secure transport into the back office 
The system is comprised of a base and a cash cassette. The base is 
securely mounted on the cash desk, the OCC is inserted on it and locked 
in. The electric trigger unit is located in the base. The connection cable 
is held in place with a cable protection, which prevents the cable from 
slipping out. 

The cassette can then be completely removed. Additional work steps, 
such as putting on a lid and locking an insert, are not necessary – A fully-
fledged cash cassette made of sturdy plastic is available to the cashier 
personnel for transporting from the cash counter to the back office.

Robust and longlasting 
The OCC is produced from durable and recyclable plastic. Its design  
guarantees a long service life. The easy-to-clean surface is impervious. 

Compatible with all well-established cash systems 
All conventional cash register systems are compatible with the OCC.  
For a system change, you only need to replace the cable or the base.  
The cassette can continue to be used unchanged.

Colour 
RAL 7021 
RAL 9002

Voltage 
12, 24, 36 V

Closure with 
lock/without 
lock

Material 
ABS plastic

Find out more:

www.aks-anker.com


