
Mounting
The E3982 Cash Cassette is connected to a baseplate 
(including legacy baseplates for easy adoption) that is 
firmly secured to the checkout counter top.

Durability

The robust ABS cassette is fitted with a solid moulded 
insert to resist even the toughest of retail environments.  

Security
The E3982 Cash Cassette provides a status switch back to 
the PoS application and is fitted with a function lock. An 
additional deadlock is available to prevent both electronic 
and manual opening for enhanced security.

Currency Compatibility

The E3982 Cash Cassette offers a flexible insert design 
allowing a variety of coin, note and media storage 
compartments to meet different currency and cash 
handling requirements worldwide. From the standard 4/6 
notes and 8 coins for the Euro it can easily be adapted 
to accomodate a maximum 11 notes and 16 coins...the 
combination is endless. 

The E3982 Flip Lid Cash Cassette delivers uncompromising performance and quality focused on low cost of ownership, 
ease of use and speed through the checkout. In addition it combines a high capacity insert tray with a variety of coin and 
note configurations suitable for virtually any currency in the world. 
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Reliability
This Cash Cassette is built using high quality plastics 
and features a release mechanism that has been tested 
beyond 1M operation cycles to ensure that it performs 
flawlessly for the life of the POS system.

Speed and Efficiency
The E3982 Cash Cassette is routinely tested to ensure the 
lid opens consistently beyond 80°, providing full access to 
the drawer insert.
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E3982 Cassette Part Numbers:

482 W x 100 H x 171 D mm 

ABS construction & finish

Dark grey

MUL Interface, 12-24V, RJ45 socket 
with plug-in cable to connect to 
receipt printers and POS  systems 
(subject to validation) 

Cassette clicks into metal baseplate 
and is removed via the click of a button

Dual function lock (electronic and   
manual opening) with 200 different  
key combinations

Adaptable for up to 10 note and 16 coin 
compartments with easily removable 
coin and note dividers

Additional media storage underneath  
the insert, which can also be utilised to   
provide an 11th note compartment

Industry standard coin cups (33.6g)

Accepts the majority of currencies   
worldwide including Euro, Sterling and  
many others 

Identification card holder

Predesigned area (front right) for logos 
(OEM customers)

Alike lock 

Additional deadlock (1500 differs on 
keys) easily fitted into a concealed    
slot in the front of the cassette

Weighable coin cup accessory kit
  
Tested to last beyond 1M operations

Operating +0˚C to + 40˚ C 
Non-operating storage/shipping -30˚C  
to +50˚C

1 year 

E3982 Cash Cassette Specifications:

A few examples of the different coin and note configurations:       
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Part Number:    Description:
EPK-DG482-C20   E3982 Cassette
EPK-560-482   E3982 Baseplate

8 Coin & 10 Note
1 Note/Media storage underneath

8 Coin & 6 Note
1 Note/Media storage underneath

5 Coin & 8 Note
1 Coin roll storage
1 Note/Media storage underneath

Cassette & Baseplate

Currencies:  

Additional 
features: 

Accessories:  
 

Durability: 

Environment: 

Warranty:  

Size:   
 
Style:  

Colour:  

Connectivity: 

Baseplate: 

Lock options: 

Insert:   
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